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16. A foldable fabric hinge comprising:
a fabric portion having a first end and a second end and
at least one hole disposed therein;
first and second fabric portion holders, each said first and
second fabric portion holders configured for gripping a
respective one of said first and second fabric portion
ends, wherein:
each of said first and second fabric portion holders
comprises a top piece and a bottom piece, and
wherein first and second ends of said fabric portion
are configured to be disposed between said top and
bottom piece of each of said respective first and
second fabric portion holders, said top piece and said
bottom piece are interlocking with one another;
wherein one of said top piece and said bottom piece of
each of said first and second fabric portion holders
includes a plurality of depressions, and the other of
said top piece and said bottom piece includes a
plurality of ridges, wherein said plurality of ridges
have a configuration complementary to that of said
plurality of depressions and located and configured
to mate with said plurality of depressions;
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wherein one of said top piece and said bottom piece of
each of said first and second fabric portion holders
includes at least one protrusion, and the other one of
said top piece and said bottom piece includes at least
one hole located and configured to mate with said at
least one protrusion; and

wherein said at least one protrusion and said at least one
hole on said top and bottom pieces of at least one of
said first and second fabric portion holders align with
said at least one hole in said fabric portion in an
assembled configuration thereof;

a plurality of fasteners, configured for facilitating assem-
bly of said first and second fabric portion holders and
said fabric portion to first and second components
requiring a hingeable connection; and

wherein each of said first and second fabric portion
holders are flush mount fitted onto said first and second
components requiring a hingeable connection and are
held in a fixed position by means of said plurality of
fasteners.



